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Align with Upper mount hole on side of Nacelle

Bend over top of Nacelle

Mark and cut out circle on top of Nacelle 
to allow access to fork cap

Right SideLeft Side

Road Glide Nacelle Fork Cap Clearance 
Cut Template

*Always wear eye protection.



KR8 Inverted Front End			   X	 ++ Template Instructions

©2023 - Kraus Motor Company info@krausmotorco.com

Road Glide Nacelle Fork Cap Clearance 
Cut Template Usage - Fig. A

*Always wear eye protection.



KR8 Inverted Front End			   X	 ++ Template Instructions

info@krausmotorco.com©2023 - Kraus Motor Company

Road Glide Nacelle Fork Cap Clearance 
Cut Template Usage - Fig. B

*Always wear eye protection.
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1996 - 2013 Batwing Fairing 
Mount Cut Template

FOLD LINE

CUT HERE/
REMOVE

CUT HERE/
REMOVE *Always wear eye protection.
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2014 and up Street Glide/
Batwing Fairing Modification

Grind location nub off

Cut flange on 
dotted line

Cut flange on 
dotted line
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*Always wear eye protection.
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2014 and up Street Glide/Batwing Fairing 
Modification Example

Grind Flat

Remove designated areas 
with grinder or cutoff wheel

*Always wear eye protection.


